
ULTRA IRON OUT

Directions For Use

Directions for Use:

Program dispenser to add correct amount of neutralizer with pre-rinse fill.  After all items of liquid system are set, run 
test load of badly soiled and stained linens to observe remarkable cleaning.  Check for alkali or acid residue and adjust 
break or neutralizer as needed.  See your chemical representative for specific laundry handling instructions.

General ProDUct inFormation
Description: Concentrated Sour and Iron Out

Safety: Corrosive.  Keep product stored in original container, in an upright position, with container tightly closed.  Wear protective 
clothing, gloves, and eye and face protection.  If swallowed, rinse mouth - Do Not induce vomiting.  If on skin, wash with water - 
remove contaminated clothing.  If inhaled, remove person to fresh air - administer artificial respiration if not breathing.  If in eye, 
flush eye continuously with water - remove contacts and continue flushing with water.  Seek medical assistance if symptoms persist.  
Dispose of contents/container according to local/regional regulations.  
For Chemical Emergency, spill, leak, fire, exposure, or accident, contact:  Chemtrec (day or night) - Within USA and Canada - 1-800-
424-9300.  Outside USA and Canada - 1-703-527-3887 (collect calls accepted)

Packaging:  Net Contents: 2.5 Gal (9.46L)

Product #: 10001008

*Please consult your ACS sales Representative or call 1-800-889-3489 for additional use directions.

american chemical systems

Ultra laUnDry ProDUcts

Manufactured by:

AMERICAN CHEMICAL SYSTEMS II, LLC
3505 W. 29th Street South

Wichita, Kansas   67217 •   800-889-3489
http://americanchemicalsystems.com/

Ultra Iron Out is a buffered acid sour that neutralizes all 
traces of detergent or break alkali.  It also contains ingredi-
ents designed to combat iron and rust stains.  It promotes 
complete rinsing and thereby enhances the brightness of 
colors and whiteness of whites.  Regular use of this neutral-
izer prolongs fabric life by brining it back to its natural pH 
level.  Ironer scorch may be eliminated when this neutraliz-
er is added to the pre-rince cycle.

See Safety Data Sheet (SDS) for a complete listing of hazards, precautions, first aid statements, storage and handling information.


